SANDY CITY URBAN CONNECTOR TYPICAL SECTIONS '

2.5 6.0° MIN. |
MONOLITHIC

67 - 93’
VARIES 2.5°-15.5", 19' | 24 | 19’ | VARIES 2.5°-15.5'
BORDER 45 DEGREE PARKING TWO LANE ROAD 45 DEGREE PARKING BORDER

AREA I AREA

= (‘jﬂﬁ’m

67" BACK-IN 45 DEGREE PARKING SECTION (TBC TO TBC)

43 - 69’
VARIES 2.5'-15.5", 7 | 24 7 _ VARIES 2.5'-15.5'
BORDER PARALLEL TWO LANE ROAD PARALLEL BORDER

AREA PARKING l PARKING AREA

2% 2%

T —

43’ PARALLEL PARKING SECTION (TBC TO TBC

SEE AR-02 STANDARD CORNER ACCESS RAMP FOR CORNER DETAILS

MIN. LENGTH FOR CURBING AT INTERSECTION (PC TO PC)

19 | 28
4 45 DEGRE PARKlNGj TWO LANE ROAD x | PARALLEL
. 5 PARKING
=z
4 - ] 4
- X
< 8|
- =
—
o
b
| .
. s ",
Aqd' d g
S B

PLAN VIEW ROADWAY EXAMPLE WITH TYPICAL DIMENSIONS
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